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Glass Thickness

3/8” [10 mm] to 1/2” [12 mm]

MATERIALS

Co-extruded polycarbonate & flexible PVC

FUNCTION NOTES

●Seals, wipes, strikes, & jambs help minimize water leakage 

from shower enclosures, but performance largely depends 

on shower layout, design, & installation.

●Extensive product testing simulates use well beyond the 

average lifespan of a typical shower enclosure.

PRODUCT NOTES

●Transparent or translucent appearance maintains all-glass 

appearance of shower enclosure.

●Snaps onto door bottom to create water-resistant seal and 

shed water back into shower enclosure.

GAPS & CLEARANCES

Suggested gap/clearance values must be taken into

account when sizing doors and panels.

INSTALLATION NOTES

●Prior to installation, use alcohol pads to thoroughly clean 

areas that will come in contact with seals or adhesive tape.

●Item snaps onto edge of glass.

CARE & MAINTENANCE

Portals products should be cleaned with water and dried with a 

soft cloth. Use of harsh or abrasive chemicals may harm 

appearance.

BOTTOM DUAL FIN WIPE & DRIP RAIL

FOR 3/8” GLASS
POLYCARBONATE - 94”
Product Code: PSM00402PP

25.11.11

Glass Thickness 3/8” [10 mm]

Length 94” [239 cm]

Suggested Gap 7/16” [11 mm]
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